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Feature Mecharicai Data
1.Built-in controller(ST7920) Item Standard Value Unit
2.+5V power supply Module Dimension 85.0x36 mm
3.1/32 duty cycle Viewing Area 66.0x16.0 mm
4.LED can be driven by PIN15,PIN16 or A,K Mounting hole 80x31 mm
5.Chinese Version Dot Size 0.38x0.38 mm
6.Same size with WH1602C Dot Pitch 0.42x0.42 mm
Pin i
no Symbol Furigtigh Absolute Maximum Rating
1 Vss GND
I Standard Value
2 Vdd | Power suppiy (+5V) i Symbol Unit
min. | typ. | max.
3 Vo NC
4 RS H/L register select signal Power Supply VDD-VSS 0 |70V
) : : Input Voltage \ 0 --- | vbD | V
5 R/W H/L Read/ Write signal
5 E H -L Enable signal Note : VS§S=0 Volt, VDD=5.0 Volt.
7 DBO © H/L Data bus line
Electromnical Characteristics
8 oB1 H/L Data bus line
9 DB2 HIL Data bus line ltem  |Symbol| Condition [ oiandard Value|
min.| typ. max.
10 DB3 H/L Data bus line Input Voltage VDD VDD=+5V 45 | 5.0 | 55 | V
11 DB4 H/L Data bus line Supply Current IDD VDD=5V - 1.2 1.5 | mA
. -20°C 6.0
12 DB5 H/L Data bus line » =
Recommended LC Driving ocC --- - 50
13 DB6 H/L Data bus line Voltage for Normal Temp. Vo-Vss 25°C j— 4.7 .- \Y
Versi dul o
14  DB7 H/L Data bus line e s0°c 44 | — | —
15 A Power supply for B/L o 40| = |
LED Forward Voltage |  VF 25¢C ~ | 40 | 43 | V
16 K Power supply for B/L LED Forward Current IF 25°C} Eg'gaé' = 12300 %0






